
DIVEX: DESIGN SHEET 
 

 
Version Vent panel VENT PRO Kst.max 

[bar.m/s] 
Pred.max 

[bar] 
Venting 

effciency [%] 

Weight 

[kg] 

 
DivEx var. 1 

170x470 

150x600 

220x540 

200 0.7 65  
4.0 

320 1.2 70 

 

DivEx var. 2 

270x458 

610x290 

241x762 

630x310 

200 0.7 65 
 

5.1 

320 1.2 80 

 
DivEx var. 3 

305x457 

340x440 

300x500 

200 0.7 70  
5.2 

320 1.2 80 

 

DivEx var. 5 

490x590 

610x610 

450x800 

578x851 

200 0.7 70 
 

15.0 

320 1.2 80 

 
DivEx var. 6 

586x920 

685x1100 

200 0.6 70  
14.7 

320 1.0 80 

 
DivEx var. 7 

870x910 

851x1162 

200 0.6 65  
25.0 

320 1.0 70 

 
DivEx var. 8 

920x920 

1020x1020 

915x1118 

200 0.6 65  
28.3 

300 0.9 70 

 
 
 

Certification EN 14797, EN 14491 

Safety zone According to EN 14491, chapter 6.2 

Opening angle 50° 

ATEX Zone inside protected 
equipment 

20 

ATEX Zone outside protected 
equipment 

Dependence on the indicatior 

Operating temperature As appllied VENT PRO type 

For any other details or if in doubts, please check User manual or contact RSBP. 
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